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P.I. STATION DELTA RADIUS | TANGENT | LENGTH
CR1 330+06.74 [22°38'41.6" R 500' [101.115"]199.590
CR2 329+23.29/08°23'04.8" R 505' [36.650' | 73.170’
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NOTE TO DESIGNER:
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REFER TO INFORMATION IN SECTION 460.09 FOR HELP IN PREPARING AN ALIGNMENT PLAN.

IN THIS EXAMPLE THE ALIGNMENT INFORMATION WAS COMBINED WITH THE SITE PREPARATION
INFORMATION TO FORM ONE PLAN SHEET. COMBINING THIS INFORMATION IS ACCEPTABLE,
(REFER TO SECTION 460.09) AND WAS DONE BECAUSE THERE WERE EXTENSIVE CONSTRUCTION
EASEMENTS AND RIGHT OF WAY REVISIONS THAT WERE BEST VIEWED ON A SEPARATE RIGHT OF
WAY PLAN. IN MOST SITUATIONS, ALIGNMENT INFORMATION WILL BE COMBINED WITH RIGHT

OF WAY INFORMATION ON ONE PLAN SHEET UNLESS SHOWING BOTH WOULD CREATE TOO

MUCH CONGESTION ON THE PLANS, OR OTHER CONDITIONS LISTED IN SECTION 460.09 ARE MET.

WHEN USING CONTRACTOR SURVEYING, INCLUDE THE NECESSARY STATIONING DETAIL.
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CONSTRUCTION NOTES:

1. SEE RIGHT OF WAY PLANS FOR STATION AND OFFSET DISTANCES TO
RIGHT OF WAY BOUNDARIES AND TEMPORARY CONSTRUCTION EASEMENTS.

50 100

2. SAWCUT MADE AT EXISTING EDGE LINE STRIPING AND AT PAVING

LIMITS - SEE PAVING PLANS AND ROAD APPROACH DETAILS FOR LIMITS.
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